IP CAM ( Internet Protocol Camera

ESAMVIEW

CV-NHK3M

® 1/3" CMOS Sensor AR0130 + Hi3516E,1.3MP.
Auto Color to B/W,ICR

Color 0.01 Lux; B/MW : 0.001 Lux

H264 Video Coding, Main Stream:1920*1080,
1280*%720; Sub S: 704*576

Network Interface : RJ45

Plastic Dome Infrared |P camera with 3 Axis
Bracket

IR LED : 5X30Pcs, IR Distance : 30Mtr
Lens : m12 mount 3.6mm/F1.2

CV-NHG53M

® 1/3" CMOS Sensor SONY IMX322 +
Hi3518C,1.3MR, Auto Color to B/W,ICR

® Color 0.01 Lux; B/W : 0.001 Lux

® H264 Video Coding, Main Stream:1920*1080,
1280*720; Sub S: 704*576

® Network Interface : RJ45

® Weatherproof IR camera with 3 Axis
Bracket

® |R LED : 5X42Pcs, IR Distance : 40Mir
® Water Resistance : IP66

® |ens : m12 mount 3.6mm/F1.2

Download & Pasang Aplikasi Mobhile

No. 1 : Untuk 10S ( Apple )

https://itunes.apple.com/us/app/camview-cloud/

id1146737979?1=zh&ls=1&mt=8

No. 2 : Untuk Android

EAMVIEW

CV-NHK11S

® 1/2.8" CMOS Sensor QV2710 + Hi3516C,2.0MP,
Auto Color to B/W,ICR,

® Color 0.01 Lux; B/W : 0.001 Lux

® H264 Video Coding, Main Stream:1920*1080,
1280*720; Sub S: 704*576

® Network Interface : RJ45

® Aluminium Dome IR camera with 3 Axis
Bracket

® |R LED : 5X30Pcs, IR Distance : 30Mtr

® Plastic Dome Infrared IP Camera

® Lens : m12 mount 3.6mm/F1.2
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CV-NHG41S

® 1/2.8" CMOS Sensor OV0130 + Hi3516C 2.0MP
Auto Color to B/W,ICR

® Color 0.01 Lux; B/W : 0.001 Lux

® H264 Video Coding, Main Stream:1920*1080,
1280*720; Sub S: 704*576

® Network Interface : RJ45

® Weatherproof IR camera with 3 Axis
Bracket

® |R LED :5x30PCS, Range : 30Mtr
® Water Resistance : IP66

® Lens : 4mm

CAMVIEW

CV-NHK19S

® 1/2.8" CMOS Sensor SONY322+NVP2441H
DSP2.0MP Auto Color to BMW,ICR

® Color 0.01 Lux; B/W : 0.001 Lux

® H264 Video Coding, Main Stream:1920*1080,
1280*720; Sub S: 704*576

® Network Interface : RJ45

® Aluminium Dome IR camera with 3 Axis
Bracket

® |R LED : 5X36Pcs, IR Distance : 30Mtr

® Water Resistance : IP66

® Lens : 2.8 - 12mm Manual Zoom Lens

® 1/2.8" CMOS Sensor Sony322 + NVP2441H
DSP 2.0MP, Auto Color to B/W,ICR

® Color 0.01 Lux; B/W : 0.001 Lux

® H264 Video Coding, Main Stream:
1920*1080, 1280*720; Sub S: 704*578

® Network Interface : RJ45

® Weatherproof IR camera with 3 Axis
Bracket

® |R LED : 5X36Pcs, IR Distance : 30Mir
® Water Resistance : IP66

® Lens: 2.8 - 12mm Manual Zoom Lens

Camview Cloud - Tambah Perangkat

Langkah 1 : daftar
Langkah 2 : masukkan ID perangkat
Langkah 3 : tambah
Langkah 4 : penambahan berhasil
Langkah 5 : pemutaran video

https:/play.google.com/store/apps/details?id=com.

Pe— 2 o e won 4 5

generalcomp.camview
0 comiew
swscoTsEL 36 1222 o o
L camview cloud o

CAMVIEW

h|h‘ o

3

APP Download

iPhone APP / Google Play APP
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SAMVIEW

Hybrid / Network Video Recorder

http://www.camview.co.id
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NVR - CV-NO1GO04-PH

® 4%4K [ 4*5MP / 4*4MP /

® 4*3MP / 4*1080P

® HDD Support: 1 SATA Max. @4 TB

® Encode Capasity: 4*4K/5M / 4*4M/3M / 4*1080P
® Playback: 4*4K/5M / 4*4M/3M / 4*1080P

® Video Output: VGA + HDMI

® Audio Input: 1 Ch

CV-NHK04M-W

NVR IPC Parameter

e Spesification: 1.3 MP

* Image Sensor: 1/3" Progresive Scan Sensor
* Resolution: 1280 x 960, 16 : 9 HD

e Dimension: 205 X 70 X 55 mm

» Weight: 500 g

CV-NHKO08M-W

NVR Parameter

* 4 CH AHD (1080P) @25fps

* Network Video: 4CH/8CH

¢ Video Output: VGA + HDMI

* Video Resolution: D1/720P

e Dimension: 257 X 210 X 45 mm
* Weight: < 1 Kg
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NVR - CV-NO1GO8-PH

® 8%4K / 8*5MP / 8*4MP /

® 8*3MP / 8*1080P

® HDD Support: 2 SATA Max. @4 TB

® Encode Capasity: 4*4K/5M [ 4*4M/3M / 4*1080P
® Playback: 8 Ch 1080P / 4*4K/5M / 4*4M/3M

@ Video Output: VGA + HDMI

® Audio Input: 1 Ch



CAMVIEWW THE BEST QUALITY SECURITY Security System

Hybrid / Network Video Recorder
http://www.camview.co.id

For Commercial

& Residential

AHD CAM ( Analog High Definition Camera )
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NVR - CV-NO1G06

4 CH AHD (1080P) @25fps

* Analogue:4*AHD-NH(M)/4*AHD-L

® Hybrid: 2*AHD-M+ 2*720P(IP)

e |P: 4*1080P/4*720P

e HDD Support: 1 SATA Max. 4 TB

* Encode Capasity: 4*AHD-NH (1080N @25ps)
* Playback: 4 Channel

* Video Output: VGA + HDMI

e Audio Input: 1 Ch

EAMVIEW"
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NVR - CV-NO1GO8

* 8§ CH AHD (1080P) @25fps

® Analogue:8*AHD-NH(M)/4*AHD-L

e Hybrid: 4*AHD-M+ 2*720P(IP)

e |P: 2*1080P/4*720P

e HDD Support: 1 SATA Max. @4 TB

e Encode Capasity: 16*AHD-NH (1080N @25fps)
e Video Output: VGA + HDMI

e Audio Input: 4 Ch

NVR - CVNO1G16

e 16 CH AHD (1080P) @25fps

* Analogue:4*AHD-NH(M)/4*AHD-L

e Hybrid: 2*AHD-M+ 2*720P(IP)

e |P: 4*1080P/4*720P

® HDD Support: 1 SATA Max. @4 TB

® Encode Capasity: 16*AHD-NH (1080N @25fps)
e Video Output: VGA + HDMI

e Audio Input: 2 Ch

DVR - CV-AHDO1X04N

» 4 CH AHD (1080P) @25fps

* Analogue:4*AHD-NH(M)/4*AHD-L

® Hybrid: 2*AHD-M+ 2*720P(IP)

* |P: 4*1080P/4*720P

» HDD Support: 1 SATA Max. 4 TB

* Encode Capasity: 4*AHD-NH (1080N @25fps)
* Playback: 4 Channel

e Video Output: VGA + HDMI

e Audio Input: 4 Ch

DVR - CV-AHDO1X08N

* 8 CH AHD (1080P) @25fps

* Analogue:4*AHD-NH(M)/4*AHD-L

e Hybrid: 2*AHD-M+ 2*720P(IP)

e |P: 4*1080P/4*720P

e HDD Support: 1 SATA Max. 4 TB

e Encode Capasity: 16*AHD-NH (1080N @25fps)
e Playback: 2 CH

* Video Output: VGA + HDMI

e Audio Input: 2 Ch

DVR - CV-AHDO1X16N

¢ 16 Ch AHD (1080P) @25fps

* Analogue: 16*AHDNH(M)/16*AHD-L

® Hybrid: 8*AHD-M-+4*360P(IP)

o Hybrid: 8*AHD-NH(M)+ 4*960P(IP)

* HDD Support: 2 SATA Max. 4 TB

* Encode Capasity: 16*AHD-NH (1080N @25fps)
e Playback: 16 CH

e Video Output: VGA + HDMI

e Audio Input: 2 Ch
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Certificate
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CV-AHD5M

* Material : Plastik

* |[R Dome Kamera

¢ AHD-M 1.3MP

¢ R Led 5x24 Pcs, IR Range : 20Mtr
® Lens:Board Lens 3.6mm/F1.2

* Dimension : 94 x 69(H) mm

= Weight: 300g

CV-AHK3M

* Material : Plastik

* |R Dome Kamera

® AHD-M 1.3MP

® |R Led 5x36 Pcs, IR Range : 30Mir
 Lens :Board Lens 3.6mm/F1.2

* Dimension : 94 x 69(H) mm

= Weight : 300g

CV-AHK11S

CV-AHK19S

» Material : Metal

» WaterProof IR Dome Kamera

® AHD-H 2.0MP

* |R Led 5x36 Pcs, IR Range : 30Mtr

® Lens : 2.8-12mm Manual Zoom (2M Pixels)
® Dimension : 90 x 70(H) mm

= Weight : 300g

* Material : Metal

» WaterProof IR Dome Kamera

* AHD-H 2.0MP

* IR Led 5x48 Pcs, IR Range : 40Mtr
» Lens :Board Lens 3.6mm/F1.2

¢ Dimension : 90 x 70(H) mm

« Weight : 300g
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CV-AHG53M CV-AHF41S
* Material : Metal

* Material : Metal
* Waterproof IR Camera With 3-Axis Bracket » Waterproof IR Camera With 3-Axis Bracket
e AHD-H 2.0 MP

* AHD-H 1.3 MP
* IR Led 5x36 Pcs, IR Range : 30Mtr ¢ |R Led 5x30 Pcs, IR Range : 30Mtr
« Water Resistance : IP66 * Water Resistance : IP66

e L ens :Board Lens 3.6mm/F1.2

* Lens :Board Lens 3.6mm/F1.2 Di - W 0
* Dimension : 210(W) x 65(H) x 65(D) mm : V\:;;t?f:ilb?m ) % 80(H} x 60(D) mm

* Weight : 515g

CV-AHK7M

* Material : Metal

» WaterProof IR Dome Kamera

* AHD-M 1.3MP

* R Led 5x24 Pcs, IR Range : 20Mtr
® Lens :Board Lens 3.6mm/F1.2

® Dimension : 100 x 85(H) mm

e Weight : 450g

CV-AHK7S

* Material : Metal

* WaterProof IR Dome Kamera

* AHD-M 2.0 MP

¢ R Led 5x24 Pcs, IR Range : 20Mir
¢ Lens :Board Lens 3.6mm/F1.2

* Dimension : 100 x 85(H) mm

* Weight : 450g

CV-AHG13S

* Material : Metal

» Waterproof IR Camera With 3-Axis Bracket
* AHD-H 2.0 MP

¢ IR Led 5x24 Pcs, IR Range : 20Mtr

» Water Resistance : IP66

¢ Lens :Board Lens 3.6mm/F1.2

¢ Dimension : 165(W) x 60(H) x 55(D) mm

« Weight : 400g

* Material : Plastik
* IR Dome Kamera

o AHD-M 1.3MP

¢ IR Led 5x36 Pcs, IR Range : 30Mtr
¢ Lens :Board Lens 3.6mm/F1.2

* Dimension : 94 x 69(H) mm

* Weight : 300g



